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— Report of the Intellectual Prop ert y Meeting of SeE tg mber 19. 2002 

Dear Michel, 

mC Se The m nt r 1 % 2 ?° 2 ' th o IP C ° mmittee meeti "g t00k P lace a < the offices of CANAC 
m k ?S V anm P™ ts wer * Brigide Mattar and Stephan Georgiev of Smart & Let an H 
Michel Marhneau, Oleh Szklar and Fred Horst of CANAC INC 8g ' 

rNcTv^.f ^ meeti "i W3S t0 farther ex P ,ore technical developments at CANAC 

s were d during the meeting ° f which the » °~ 

U *m AppH^H- » Design ^ 

11.) The IR addressing Patent Application 

S^^LSST^ 3 PCnding PatCnt aPPlicati ° n ° n the manner in which *e 
fsocmted to the various communication components are exchanged More 

rlZ S y ' ^ , eX1Stln S P atent Wication describes a first communication link between a 
remote control unit and a locomotive for transmitting from the remote conttol vSZ 11 
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™i^ v ,: s d subiect matter w soon 35 possib,e - Kind,y " d ™' - » 

2.6) Lantern on OCU 

l^T ^ indiCatCd ' in ° rder t0 ,imit the number of objects that an operator has to 

^^oTtrrr contr r units ziz^ 

megrated in the OCU. Such a lantern may be activated based on the amount of lieht in 
the surroundmg area where the remote control unit is or alternatively rZTlc^lZ 

It is noted, however, that the aesthetic appearance of BELTPACKdB r P m„.„ * . 

—d re v isiting lhis it / m at . later dSs^rcoLT^Sg. We 

2.7) Safely System for the Remote Control Unit Using Biometrit Data 

later tuSe " ° Ur recommenda «<>n that this item be revisited at a 

2.8) Remote Control System Including Speaker Verification Security Feature 

One of the possible embodiments using biometric testing is the use of speaker 



